Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 3714 2128114 | Difference | 3813 | PorCeM | gy | Percent | g, 38113 | Percent
ange Change Change
Refiner Net Production
Finished Motor Gasoline! ................... 2,155 2,325 -170 2,244 -4.0 2,393 -9.9 2,158 2,335 -7.6
East Coast (PADD 1) .. 63 67 -4 131 -51.8 167 -62.3 67 101 -33.8
Midwest (PADD 2) .... 663 661 2 726 -8.7 739 -10.4 653 758 -13.9
Gulf Coast (PADD 3) ... 926 1,135 -208 912 1.6 962 -3.8 970 977 -0.7
Rocky Mountain (PADD 4) .... 221 227 -5 276 -19.9 237 -6.9 217 254 -14.8
West Coast (PADD 5) ... 282 236 47 200 41.3 287 SiES 251 245 2.4
Reformulated ................. 58 55 3 101 -42.0 111 -47.4 55 87 -37.1
Blended with Ethanol 58 55 3 101 -42.0 111 -47.4 55 87 -37.1
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 2,097 2,270 -173 2,144 2.2 2,282 -8.1 2,103 2,248 -6.5
Blended with Ethano 358 384 -27 406 -11.9 361 -0.9 366 396 7.7
Ed55 and Lower ..... 358 384 -27 406 -12.0 361 -0.9 365 396 7.7
Greater than Ed55 . 0 0 0 0 33.5 0 0.6 0 0 7341
Other .... 1,739 1,886 -147 1,738 0.1 1,922 -9.5 1,737 1,852 -6.2
Distillate Fuel Oil .. 4,575 4,568 8 4,139 10.6 4,133 10.7 4,554 4,272 6.6
15 ppm sulfur and Under . 4,167 4,154 13 3,771 10.5 3,568 16.8 4,129 3,879 6.4
> 15 ppm to 500 ppm sulfur . . 105 100 5 75 39.9 227 -53.9 103 71 46.0
> 500 ppm sulfur ..... . 304 315 -1 293 3.9 338 -10.0 321 322 -0.3
Kerosene .................. 6 18 -12 -2 -411.3 5 9.9 19 3 546.1
Kerosene-Type Jet Fuel . 1,478 1,502 -23 1,370 7.9 1,339 10.4 1,472 1,403 4.9
Residual Fuel Oil 431 425 6 530 -18.7 528 -18.5 423 515 -17.9
Blender Net Production

Finished Motor Gasoline! .... 7,048 7,054 -6 6,396 10.2 6,344 111 6,964 6,410 8.6
East Coast (PADD 1) 2,806 2,775 31 2,576 8.9 2,661 55 2,713 2,637 29
Midwest (PADD 2) 1,755 1,768 -13 1,407 24.8 1,375 27.6 1,761 1,371 28.4
Gulf Coast (PADD 3) ... 1,115 1,121 -6 1,053 5.8 990 12.5 1,113 1,062 4.8
Rocky Mountain (PADD 4) . 78 79 0 73 7.0 53 48.5 79 65 21.1
West Coast (PADD 5) 1,294 1,312 -18 1,287 0.5 1,266 2.2 1,297 1,275 1.8
Reformulated 2,934 2,958 -24 2,903 11 2,909 0.8 2,917 2,848 24
Blended with Ethanol 2,934 2,958 -24 2,903 11 2,909 0.8 2,917 2,848 24
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 4,114 4,096 18 3,493 17.8 3,435 19.8 4,047 3,562 13.6
Blended with Ethanol 5,095 5,077 17 4,873 4.6 4,779 6.6 5,001 4,795 4.3
Ed55 and Lower ..... 5,093 5,075 17 4,871 4.5 4,778 6.6 4,999 4,793 4.3
Greater than Ed55 . 2 2 0 1 46.5 1 37.9 2 1 31.8
Other .............. -981 -981 1 -1,380 -28.9 -1,344 -27.1 -954 -1,233 -22.6
Distillate Fuel Oil ..... 38 39 -1 26 48.6 12 212.7 40 22 83.1
15 ppm sulfur and Under . 11 22 -11 34 -66.7 -10 -215.8 26 24 4.8
> 15 ppm to 500 ppm sulfur . 10 16 -6 7 40.8 -13 -176.0 9 8 227
> 500 ppm sulfur .. 17 1 16 -15 -210.0 35 -52.6 5 -10 -151.7
Kerosene .... 2 0 2 0 400.7 1 76.5 1 1 73.6
Kerosene-Typ u 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~ = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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